
VR09 

 

 

 

 

 
 
 

 
 

 

 
 

 
 

 

 

 

 

 

 

 

 

 

 
 
 
 

TEXYS 
INTERNATIONAL  
ZA des Chamonds 

Rue Edouard Branly 
58640 Varennes-Vauzelles 

(FRANCE) 
Tel : +33 (0) 386 21 27 18 

Fax : +33 (0) 386 21 24 49 

 
 

In
 th

e 
in

te
re

st
 o

f c
on

tin
uo

us
 p

ro
du

ct
 im

pr
ov

em
en

t, 
w

e 
re

se
rv

e 
th

e 
rig

ht
 to

 a
lte

r w
ith

ou
t p

rio
r n

ot
ice

 th
e 

sp
ec

ifi
ca

tio
ns

 a
nd

 fe
at

ur
es

 d
es

cr
ib

ed
 o

n 
th

is
 d

oc
um

en
t

www.texense.com

 

 

 

Maximum frequency 
Distance to target 
 
Supply voltage 
Supply current 
Output signal 
Output resistance 
Max voltage on the output 
LED indicator 
Orientation 
 
 
Sensitive element 
 
Fixing hole 
 
Dimensions 
Material 
Weight (without cable) 
Protection 
 
Vibration test 
Shock 
 
Operating temp 
Storage temp

20 KHz 
0.5 to 3 mm 
 
4 to 25 V 
15 mA 
NPN open collector 
Needs a pull Up resistor 
25 V 
Yes 
Straight or right angle 
(see drawing) 
 
Differential Hall Effect 
 
Diam 4 at 12 mm from sensor axis 
 
25 x 9 x 9 mm 
Stainless steel & Aluminium 
15 g 
IP66 
 
20 Gpp 5' 
500 G 
 
-50 to 150°C 
-50 to 150°C 
 
 

Red      Supply 
Black   0V 
White   Signal 
Braid    Not connected 
       

Wheel speed sensor (Differential Hall Effect)
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